EptcErei%ron CHANGE-1
November 5,1975

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION
SPECIFICATION

MOBILE AIRPORT SURVEILLANCE RADAR (MASR) SYSTEM

This specification forms a part of FAA-E-2636, dated November 5, 1975.

Page 6, delete the text of paragraph 3.3(h), and substitute the following:

"(h) Test Equipment as follows:

Manufacturer Model Description
AN/USM 281E Oscilloscope
100109 Cart, Oscilloscope
HP 1110A Current Probe
TS-270A Echo Box
Wavetek....... 2001B.......... Sweep/Signal Generator
HP 8616A Signal Generator
HP 8403A Modulator
HP 8732B PIN Modulator
HP 432A Power Meter
HP........ 478A........... Thermistor Mount
HP R486A Thermistor Mount
Data Pulse 110B Pulse Generator
HP 536A Frequency Meter
AILTECH 07370-020 Noise Figure Meter/Source
Biddle......... 21159.......... Insulation Resistance Test Set
Ball.ntine 3028A Digital Multimeter (DMM)
HP 3403C Digital Voltmeter (True RMS)

Systron-Donner 6153-50A Counter
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Manufacturer  Model Description
Systron-Donner 762-1 Spectrum Analyzer

HP 420A Crystai Detector

HP 84T72A Crystal Detector

HP R5324 Frequency Meter

Weston....... T49 . o Clamp-On Ammeter

Weinschel 5 3 dB Coaxial Attenuator

M.A. MA-A860-4 Ka Band Waveguide

Page 8, paragraph 3.5.1, change the sixth sentence to read as follows:

" Exterior interconnectious among component subsystem, "

Page 10, paragraph 3.6.1.3, fourth sentence. Change "...25,000 feet..."
to "...20,000 feet..."

Page 11, paragraphs 3.6.2.3.1 and 3.6.2.3.2, add to end of last sentences:
" ..in providing satisfactory MASR System azimuth position data."

Page 17, paragraph 4.2, Design Qualification Test, under column hcading
FAA-G-2100/1b, Paragraph Reference, change "1-4.2.3.1" to "]-4.3.2.1" and
"1-4.2.3.2(b)" to "1-4.3.2.2(b)."



